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§191.13 Distribution systems reporting
transmission pipelines; trans-
mission or gathering systems re-
porting distribution pipelines.

Each operator, primarily engaged in
gas distribution, who also operates gas
transmission or gathering pipelines
shall submit separate reports for these
pipelines as required by §§191.15 and
191.17. Bach operator, primarily en-
gaged in gas transmission or gathering,
who also operates gas distribution
pipelines shall submit separate reports
for these pipelines as required by
§§191.9 and 191.11.

[Amdt. 191-5, 49 FR 18961, May 3, 1984]

§191.15 Transmission systems; gath-
ering systems; and liquefied natural
gas facilities: Incident report.

(a) Transmission or Gathering. Each
operator of a transmission or a gath-
ering pipeline system must submit
DOT Form PHMSA F 7100.2 as soon as
practicable but not more than 30 days
after detection of an incident required
to be reported under §191.5 of this part.

(b) LNG. Each operator of a liquefied
natural gas plant or facility must sub-
mit DOT Form PHMSA F 7100.3 as soon
as practicable but not more than 30
days after detection of an incident re-
quired to be reported under §191.5 of
this part.

(c) Supplemental report. Where addi-
tional related information is obtained
after a report is submitted under para-
graph (a) or (b) of this section, the op-
erator must make a supplemental re-
port as soon as practicable with a clear

§191.22

reference by date to the original re-
port.

[75 FR 72905, Nov. 26, 2010]

§191.17 Transmission systems; gath-
ering systems; and liquefied natural
gas facilities: Annual report.

(a) Transmission or Gathering. Each
operator of a transmission or a gath-
ering pipeline system must submit an
annual report for that system on DOT
Form PHMSA 7100.2.1. This report
must be submitted each year, not later
than March 15, for the preceding cal-
endar year, except that for the 2010 re-
porting year the report must be sub-
mitted by June 15, 2011.

(b) LNG. Each operator of a liquefied
natural gas facility must submit an an-
nual report for that system on DOT
Form PHMSA 7100.3-1 This report must
be submitted each year, not later than
March 15, for the preceding calendar
year, except that for the 2010 reporting
year the report must be submitted by
June 15, 2011.

[75 FR 72905, Nov. 26, 2010]

§191.21 OMB control number assigned
to information collection.

This section displays the control
number assigned by the Office of Man-
agement and Budget (OMB) to the in-
formation collection requirements in
this part. The Paperwork Reduction
Act requires agencies to display a cur-
rent control number assigned by the
Director of OMB for each agency infor-
mation collection requirement.

OMB CONTROL NUMBER 2137-0522

Section of 49 CFR Part 191 where identified

Form No.

S TSSOSO PRSI Telephonic.

191.9 ... . | PHMSA 7100.1, PHMSA 7100.3.

191.11 .. PHMSA 7100.1-1, PHMSA 7100.3—
1.

TOT.15 ettt PHMSA 7100.2.

19117 .. . ... | PHMSA 7100.2—1.

191.22 ... PHMSA 1000.1.

[75 FR 72905, Nov. 26, 2010]

§191.22 National Registry of Pipeline
and LNG operators.

(a) OPID Request. Effective January
1, 2012, each operator of a gas pipeline,
gas pipeline facility, LNG plant or LNG

facility must obtain from PHMSA an
Operator Identification Number
(OPID). An OPID is assigned to an op-
erator for the pipeline or pipeline sys-
tem for which the operator has pri-
mary responsibility. To obtain on
OPID, an operator must complete an
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§191.23

OPID Assignment Request DOT Form
PHMSA F 1000.1 through the National
Registry of Pipeline and LNG Opera-
tors in accordance with §191.7.

(b) OPID validation. An operator who
has already been assigned one or more
OPID by January 1, 2011, must validate
the information associated with each
OPID through the National Registry of
Pipeline and LNG Operators at http:/
opsweb.phmsa.dot.gov, and correct that
information as necessary, no later than
June 30, 2012.

(c) Changes. Each operator of a gas
pipeline, gas pipeline facility, LNG
plant or LNG facility must notify
PHMSA electronically through the Na-
tional Registry of Pipeline and LNG
Operators at http:/opsweb.phmsa.dot.gov
of certain events.

(1) An operator must notify PHMSA
of any of the following events not later
than 60 days before the event occurs:

(i) Construction or any planned reha-
bilitation, replacement, modification,
upgrade, uprate, or update of a facility,
other than a section of line pipe, that
costs $10 million or more. If 60 day no-
tice is not feasible because of an emer-
gency, an operator must notify PHMSA
as soon as practicable;

(ii) Construction of 10 or more miles
of a new pipeline; or

(iii) Construction of a new LNG plant
or LNG facility.

(2) An operator must notify PHMSA
of any of the following events not later
than 60 days after the event occurs:

(i) A change in the primary entity re-
sponsible (i.e., with an assigned OPID)
for managing or administering a safety
program required by this part covering
pipeline facilities operated under mul-
tiple OPIDs.

(ii) A change in the name of the oper-
ator;

(iii) A change in the entity (e.g., com-
pany, municipality) responsible for an
existing pipeline, pipeline segment,
pipeline facility, or LNG facility;

(iv) The acquisition or divestiture of
50 or more miles of a pipeline or pipe-
line system subject to Part 192 of this
subchapter; or

(v) The acquisition or divestiture of
an existing LNG plant or LNG facility
subject to Part 193 of this subchapter.

(d) Reporting. An operator must use
the OPID issued by PHMSA for all re-

49 CFR Ch. | (10-1-14 Edition)

porting requirements covered under
this subchapter and for submissions to
the National Pipeline Mapping System.

[Amdt. No. 191-21, 75 FR 72906, Nov. 26, 2010]

§191.23 Reporting safety-related con-
ditions.

(a) Except as provided in paragraph
(b) of this section, each operator shall
report in accordance with §191.25 the
existence of any of the following safe-
ty-related conditions involving facili-
ties in service:

(1) In the case of a pipeline (other
than an LNG facility) that operates at
a hoop stress of 20 percent or more of
its specified minimum yield strength,
general corrosion that has reduced the
wall thickness to less than that re-
quired for the maximum allowable op-
erating pressure, and localized corro-
sion pitting to a degree where leakage
might result.

(2) Unintended movement or abnor-
mal loading by environmental causes,
such as an earthquake, landslide, or
flood, that impairs the serviceability of
a pipeline or the structural integrity or
reliability of an LNG facility that con-
tains, controls, or processes gas or
LNG.

(3) Any crack or other material de-
fect that impairs the structural integ-
rity or reliability of an LNG facility
that contains, controls, or processes
gas or LNG.

(4) Any material defect or physical
damage that impairs the serviceability
of a pipeline that operates at a hoop
stress of 20 percent or more of its speci-
fied minimum yield strength.

(56) Any malfunction or operating
error that causes the pressure of a
pipeline or LNG facility that contains
or processes gas or LNG to rise above
its maximum allowable operating pres-
sure (or working pressure for LNG fa-
cilities) plus the build-up allowed for
operation of pressure limiting or con-
trol devices.

(6) A leak in a pipeline or LNG facil-
ity that contains or processes gas or
LNG that constitutes an emergency.

(7) Inner tank leakage, ineffective in-
sulation, or frost heave that impairs
the structural integrity of an LNG
storage tank.

(8) Any safety-related condition that
could lead to an imminent hazard and
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